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water heating, and lighting of less than 
3.5 Btu/(h•ft 2 of gross floor area. 

101.2.2 Buildings of less than 100 
square feet of gross floor area. 

101.2.3 Heating, cooling, ventilating, 
or service hot water requirements for 
those spaces where processes occur for 
purposes other than occupant comfort 
and sanitation, and which impose ther-
mal loads in excess of 5% of the loads 
that would otherwise be required for 
occupant comfort and sanitation with-
out the process; 

101.2.4 Envelope requirements for 
those spaces where heating or cooling 
requirements are excepted in sub-
section 101.2.3 of this section. 

101.2.5 Lighting for tasks not listed 
or encompassed by areas or activities 
listed in Tables 401.3.2b, 401.3.2c and 
401.3.2d. 

101.2.6 Buildings that are composed 
entirely of spaces listed in subsections 
101.2.4 and 101.2.5. 

101.2.7 Individual components of a 
building under renovation, if the build-
ing components are not in the scope of 
a renovation as defined by the agency. 

§ 434.102 Compliance. 
102.1 A covered building must be de-

signed and constructed consistent with 
the provisions of subpart D of this part. 

102.2 Buildings designed and con-
structed to meet the alternative re-
quirements of subparts E or F of this 
part shall be deemed to satisfy the re-
quirements of this part. Such designs 
shall be certified by a registered archi-
tect or engineer stating that the esti-
mated energy cost or energy use for 
the building as designed is no greater 
than the energy cost or energy use of a 
prototype building or reference build-
ing as determined pursuant to subparts 
E or F of this part. 

§ 434.103 Referenced standards (RS). 
103.1 The standards, technical hand-

books, papers and regulations listed in 
§ 434.701, shall be considered part of this 
part to the prescribed extent of such 
reference. Where differences occur be-
tween the provisions of this part and 
referenced standards, the provisions of 
this part shall apply. Whenever a ref-
erence is made in this part to an RS 
standard it refers to the standards list-
ed in § 434.701. 

§ 434.105 Materials and equipment. 
105.1 Building materials and equip-

ment shall be identified in designs in a 
manner that will allow for a deter-
mination of their compliance with the 
applicable provisions of this part. 

Subpart B—Definitions 

§ 434.201 Definitions. 
For the purposes of this part, the fol-

lowing terms, phrases, and words shall 
be defined as provided: 

Accessible (as applied to equipment): 
admitting close approach; not guarded 
by locked doors, elevations, or other ef-
fective means. (See also ‘‘readily acces-
sible’’) 

Annual Fuel Utilization Efficiency 
(AFUE): the ratio of annual output en-
ergy to annual input energy that in-
cludes any non-heating season pilot 
input loss. 

Area of the space (A): the horizontal 
lighted area of a given space measured 
from the inside of the perimeter walls 
or partitions, at the height of the 
working surface. 

Automatic: self-acting, operating by 
its own mechanism when actuated by 
some impersonal influence, such as a 
change in current strength, pressure, 
temperature, or mechanical configura-
tion. (See also‘‘manual’’) 

Automatic flue damper device: an elec-
trically operated device, in the flue 
outlet or in the inlet of or upstream of 
the draft hood of an individual auto-
matically operated gas-fired appliance, 
which is designed to automatically 
open the flue outlet during appliance 
operation and to automatically close 
off the flue outlet when the appliance 
is in a standby condition. 

Automatic vent damper device: a device 
intended for installation in the venting 
system, in the outlet of or downstream 
of the appliance draft hood, of an indi-
vidual automatically operated gas- 
fired appliance, which is designed to 
automatically open the venting system 
when the appliance is in operation and 
to automatically close off the venting 
system when the appliance is in a 
standby or shutdown condition. 

(1) Electrically operated: an automatic 
vent damper device that employs elec-
trical energy to control the device. 
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